
ARDENNE FITTING INSTRUCTION 

Fosbery Studio
26 Guildhall St

Folkestone
CT20 1DZ

Ø  1219

up to 1m

18

A R D E N N E
Lamps - 6 x 9w G9 LED (not supplied)

Weight - 5.5 kg 

IP Rating - IP21

Suspension options - Suspension rod or chain

Custom - Larger versions and shades made from customer’s own material are 

available on request

Ø  152



NOTE

DO NOT LAY THE CHANDELIER ON A SURFACE WITHOUT SUPPORT

1. Fix the ceiling strap central to where the chandelier is to hang. (Detail A)

2. Lift the chandelier from the box and hang the light by screwing the ceiling rose to the ceiling strap. DO
NOT make the electrical connection at this stage. (Detail A)

3. Carefully remove the packing from the chandelier arms and unscrew the joint fixings gently until the
arm lowers. Once the arm is horizontal the joint’s internal pin will lock in place. You can now secure in
place by tightening the joint screw. (Detail B)

NOTE: It is imperative that the fixture is grounded 

ceiling strap

fixing screw

ceiling rose

Lower arms until the locating pin inside the 
hinge is aligned to fix the arm in place

DETAIL A

Unscrew quick link to adjust the 
length of the chain

Open quick link
by unscrewing the 

hexagonal nut

DETAIL B

DETAIL C

DETAIL D
Chandelier hinge joints, loosen to move and then tighten 
when the internal pin locates at the horizontal position

G9 lampholder

G9 LED bulb

Shade

Shade fitting

Shade ring

Glass cover

4. If the chandelier hangs lower than required, unlock the quick link on the chain and hang from a link
further up the chain at the desired final position. You can then remove the unnecessary links by opening
the chain with a pair of pliers. (Detail C)

5. Now the chandelier is hanging correctly the ceiling rose can now be opened and the electrical
connection made

6. Fix the ceiling rose in place and fit the G9 lamps to the end of the arms to test. (Detail D)

7. To hang the shades, remove the shade ring and cover the lampshade fitting with a shade. O�er the
shade fitting and shade up to the lampholder and fix in place with the shade ring. (Detail D)

8. Screw the supplied glass covers to the lampholders. (Detail D)

NOTE: It is imperative that the fixture is grounded 
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